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Strand Pattern Designation

HOLLOW-CORE

Section Properties

?Ei-i:L ‘ 40" x 107 Untopped  Topped
§ = straight Normal Weight Concrete A= 258 it
Diameter of strand in 16ths Io= 3223 int 5328
Number of sirand (7) Y, = 500 in 6.34
Safe loads shown include dead foad [———ifl'-ﬂ"mj 2" "= S‘OS !n.3 oo
of 10 psf for untopped members and | | { & = B4z !n. 840
15 psf for topped members. Remainder 7" T G T e T Z, = B4E in’ 941
is five icad. Long-lime cambers include 12 ' ! b, = 1050 in. 1050
superimposed dead load but do not in- 1 1, O 10" wt = 270 pit 370
clude five foad. - ' * - ‘ " l 68 psf 93
f Vis = 222 in,
Capacity of sectiens of other
configurations are similar. For P .
precise values, see local hollow- f e 5000 psi
core manufacturer, ', = 3500 psi
Low-relaxation strand
Key
235 — Safe superimposed service load, psf
(.3 — Estimated camber at erection, in.
(0.4 — Estimaied long-time camber, in. 4HC1 0
Table of safe superimposed service load (psf) and cambers No Topping
Strand Span, f.
Desighation
Code 20 21 22 23 24 25 26 27 26 29 30 31 32 33 34 35 36 37 38 39 40 41 42
235 208 185 165 147 131 117 105 94 84 75 67 59
48-S 03 03 03 63 03 ¢3 03 03 03 02 02 02 04
04 04 04 04 04 04 03 03 02 02 01 00-0.1
280 263 240 215 193 174 157 141 128 115 104 94 85 77 B9 62 56
58-S 04 G4 04 05 05 05 05 05 05 05 05 04 04 04 03 02 02
D5 05 06 06 06 06 06 06 06 05 05 04 03 02 01 01-01
358G 572 D55 242 231 215 195 176 160 146 133 121 110 100 91 83 75 69 62 51
68-S 05 05 06 08 G6 07 07 07 Dy 07 97 0¥ 07 O0F 06 06 05 05 04 03
07 07 08 0.8 08 08 09 08 09 09 08 08 07 07 G6 05 ¢4 02 041-01
208 278 D84 248 937 223 214 203 102 175 160 147 134 123 113 103 95 87 80 73 67 6! 55
78-5 c6 07 07 07 08 08 08 09 09 09 09 10 1.0 10 09 08 09 08 08 07 06 05 04
o8 09 08 10 10 11 11 11 11 12 12 11 1.1 11 10 10 08 08 08 0.5 03 041-01
587 270 257 243 220 220 209 109 180 183 172 158 145 134 123 113 104 96 89 82 75 &9
88-s 08 08 08 08 10 1.0 1.1 11 12 12 12 12 32 12 12 12 12 12 11 1.1 10 0§
10 1.1 12 12 153 12 14 14 14 15 15 15 15 14 {14 13 13 1.2 11 09 0.8 06
AHC10+ 2
Table of safe superimposed service load (psf) and cambers 2" Normal Weight Topping
Strand Span, ft.
Designation:
Code 20 21 22 23 24 25 26 27 28 29 30 31 32 33 34 35 36 37 38 39 40
576 244 215 191 169 160 133 114 98 83 70 58 47
48-S 03 03 03 03 03 03 03 03 02 02 02 01 04
02 02 02 02 01 01 G0 06-01-02-03-04-086
260 2650 223 200 179 161 145 130 116 102 88 76 64 54
58-S 04 04 05 05 05 05 05 05 04 04 04 03 03 02
04 04 04 03 03 03 02 01 00-01-02-03-05-06
286 272 248 223 202 182 165 148 135 122 111 106 90 81 73
68-S g8 06 07 07 07 07 07 07 07 07 07 06 C6& 05 05
06 06 08 06 06 05 05 04 04 03 02 00-01-03-05
595 278 265 250 239 218 199 181 165 150 137 125 113 103 94 85 77 67
78-S p7 08 08 09 09 08 0% C9 10 10 10 09 09 08 08 08 07 06
08 08 08 08 08 08 08 07 07 08 05 04 03 02 00-02- 0.4-06
DR7 271 299 245 232 224 211 193 176 161 148 135 124 113 104 95 B6
88-§ 09 10 1. 11 11 12 12 12 t2 12 12 12 12 12 12 11 1%
+0 10 10 10 106 10 10 10 08 H9 08 07 06 05 03+01-01

Strength based on sirain compatibility; bottom tension imited to 6V T see pages 2-3-2-5 for explanation
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